
TECHNICAL DATA:

Quotation of inverter CO2 (R744) heat pump  
air source / Split System

INDOOR UNIT: 

Parameters Model Indoor RVS500

Nominal

Heating Capacity kW 510

Hot water capacity L/H 9200

Heating power input kW 125

COP W/W 4,08 

Power supply V/Ph/Hz 380V/3PH/50~60Hz

Heating type Instant

Rated output water temperature °C 45

Maximum output water temperature °C 90

Work ambient temperature °C (-)25-43

Compressor Type Dorin (Italy) x2

Circulation water pump Brand Wilo (Inverter)

Defrosting type Bypass

Water side heat 
exchanger

Type plate type

Refrigerant Type R744/CO2

Controller Brand Carel

Dimensions Length mm 3000x1200x2280

Unit noise level dB (A) 95

Net weight kg 4800

Inverter AC

Note:
1. �Standard temperature condition: Ambient temperature 15 °C,  

Water temperature: inlet 10 °C, outlet 65 °C

EVAPORATOR UNIT: 

Parameters Mode EVAP RVS500

Power supply V/Ph/Hz 380V/3PH/50~60Hz

Evaporator numbers 2

Fan consumption kW 5

Material copper tube alu fins

Dimensions mm 5000x2000x1820*2

Mode Indoor RVS500Parameters

Nominal Heating Capacity kW 920

Hot water capacity L/H 14400

Heating power input kW 177.2

COP W/W 5.19

Power supply V/Ph/Hz 380V/3PH/50~60Hz

Heating type
Instant

Rated output water temperature
℃ 45

Maximum output water temperature
℃ 90

Work ambient temperature
℃ (-)25-43

Compressor Type Dorin(Italy)

Circulation water pump Brand Wilo(Inverter)

Defrosting type Bypass

Water side heat exchanger Type plate type

Refrigerant Type R744/CO2

Controller Brand Carel

Dimensions Length mm 3000X1200X2280

Unit noise level dB(A) 75

Net weight kg 4000

Inverter AC

Note:    
1.Standard temperature condition:Ambient temperature 15℃,Water temperature: inlet 10℃,outlet 65℃

Mode EVAP RVS500Parameters

Power supply V/Ph/Hz 380V/3PH/50~60Hz

Evaporator numbers 3

Fan consumption KW 5

material copper tube alu fins

Dimensions mm 5000X2000X1820*3

Technical Data:

Indoor Unit Evaporator Unit

CO2 heat pump

Fan Coil

Radiator

Under Floor Heating
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